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KANSAI AUTOMATION Co.,Ltd.

EX ia   CT5:DIP A21 TAT5
Certificate No.GYJ06147

IP66

Super Heatproof 
Type

Pursuing simple operation.  
Our own technology realizes more stable 
vibration with new physical principle.

KVX Series

Extremely compact and 
light suitable for such a place as 
the compact size is required in particular.

XV2 Series

Powder Granules Liquid

Powder Granules Liquid Underwater Solid

Powder Granules Liquid Surface Interface

Extremely high-stable & 
reliable detection
Versatile level switch  
being used for
many applications.

ALN Series

Certified as the Intrinsically 
Safe Explosion-proof can be 
accommodated to any 
shape of electrode.

SL Series

Amplifier

Amplifier

Remote model

Remote model

( i )3nG5

A single vibrating probe 
realizes as delicate vibration 
as  tuning fork. 
High reliable detection and 
various product line. 

KVK Series
Our own technology has made it 
possible to line up series of 
withstand-load probe that can 
still come with delicate vibration.

KVA/KVF Series

KVS Series

i2G4

Intrinsically safe
model

Intrinsically safe
model

CAPACITANCE TYPE  LEVEL SWITCH

VIBRATION TYPE LEVEL SWITCH

C o m p a c t

Extremely Compact Type

High Sensitivity Type
Withstand Load Type

PROBE /
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